[image: image1.png]


P U R O F L U X     C O R P O R A T I O N
SAMPLE SPECIFICATION:  PF-64-​​___ 

Scope:


Supply a packaged separator system with pump, completely factory assembled. The packaged system shall include a centrifugal vortex type separator, integral pump and schedule 80 PVC interconnecting piping. The complete system shall be mounted on an epoxy coated steel skid.
Separator

Design:

The separator shall be a dumbbell type design with a true tangential entry to ensure proper helical flow. The separator shall have an expected solids performance rating of 98% efficient at 74 microns and larger (with a specific gravity of 2.6 or greater) on a single pass. The unit shall be equipped with inlet/outlet gauges to monitor pressure drop and a manual air relief valve shall be provided at the top of the vessel.

Construction:

The separator shall be fabricated of carbon steel, rated at 150 psi working pressure (temperature dependent). The separator vessel shall be hydro tested at 1.5 times the design pressure and finished with a fusion bonded epoxy coating.

System Pump:

The system pump shall be a cast iron bronze fitted close couple, end suction type, sized for the proper flow rate of the package. The pump shall be of cast iron construction and include a cast iron pre-strainer with a perforated stainless steel basket. The pump shall be provided with a standard efficiency, TEFC motor.
Purge:


Purging of the accumulation chamber shall be accomplished without interrupting flow or excessive loss of system fluid.


•
Automatic Units:
The separator shall be equipped with automatic controls consisting of an 


electrically actuated two-way brass ball valve with a HOA switch and solid 


state purge timer mounted in the control panel.
· Manual Units:
The separator shall be equipped with an industrial grade two-way brass                               purge valve.

Controls:
The separator shall be equipped with automatic controls consisting of a motor start/stop device with overload short circuit protection, pump HOA selector switch, mounted in a NEMA 4X fiberglass enclosure. The unit shall have a single electrical hook-up point.

Warranty:

The separator vessel shall be warranted to be free from manufactured defects in materials and workmanship for a period of five years from date of shipment. Pump, motor and seal assembly shall be warranted for a period of one year from date of shipment.

Model:


The unit shall be a PUROFLUX Pump Package System Model Number PF-64-___



The unit shall have an inlet size of _ -inch and an outlet size of _ -inch.




The unit shall have a purge outlet size of _ -inch.




The unit shall be designed for a flow rate of ___ gpm.

The unit shall have a control voltage of ______ VAC, ______ Phase, ______ Hz.
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